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2,4W CRI80 3000K 20° Black ON-OFF

Product reference:  X028.83000220.BS.XX1
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Recessed Box for recessed
Empotrado Caja de empotrar
Total Power Luminous flux Total Efficience CRI CCT
Potencia total Flujo luminoso Eficiencia total IRC CCT
24 W 30 Lm 13 Lm/W 80 3000 K
MacAdam Beam angle Voltage Dimming UGR
MacAdam Angulo de apertura Voltaje Regulacion UGR
3 20" 220-240 Vac ON-OFF N/A
Material Finish IP Lifespan Warranty
Material Acabado P Vida util Garantia
Aluminium Black Textured Satin RAL9005 67 70 > 50000h 3 yece ‘
LED/Optic Optica
+ SMD LED
 Lens

Driver Convertidor
+ Included - Incluido
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At HER Lighting we are committed to constant innovation and improvement. This means that product specifications, data, and technical details may be updated at any time to enhance reliabilit, functionality, or performance. We make every effort to ensure the accuracy of our product images;
however, variations in lighting conditions and screen settings may cause colours to appear differently. Images are indicative of the style and quality of our luminaires but may not exactly represent the final product you receive, as we are continuously refining our designs.
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2,4W CRI80 3000K 20° Black ON-OFF

Product reference:  X028.83000220.BS.XX1

Photometric Fotometria

Light emission Emision de luz
Conic diagram
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Light emission Emision de luz

E(0°) 664
0.17 E(C90)  9.7° 320

0.5 0.18 E(C0) 10.0¢ 319
E(0°) 166

0.34 E(C30) 9.7° 80

1.0 0.35 ECO) 1007 80
E(0°) 74

0.51 E(C30) 9.7° 36

1.5 0.53 E(CO)  10.0° 35
E(0°) 41

0.68 E(C30) 9.7° 20

2.0 0.71 E(CO) 10.0° 20
E(0°) 27

0.85 E(C30)  9.7° 13

2.5 0.88 E(CO)  10.0° 13
E(0°) 18

1.03 E(C30)  9.7° 9

3.0 1.06 E(CO)  10.0° 9
Separacidn [m]) Digmetro conico [m] Intensidad luminica [1x]

CO - C180 (Semidngule de dispersin: 20.0°)
— €90 - C270 (Semidngulo de dispersidn: 19.4%)

Accessories Accesorios
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condici

CDL polar

105° 105°
90° 90°
75° se
60° 60°
45° 45°

6000

30° 15° 0° 15° 30°
cd/kim n=100%
—C0-C180 —(C90-C270
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