9,2W CRI90 2700K 36° Black NO-DRV
Product reference:  P270.92700836.BL.XX0
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Total Power Luminous flux Total Efficience CRI CCT
Potencia total Flujo luminoso Eficiencia total IRC CCT
92 W 800 Lm 87 Lm/W 90 2700 K
MacAdam Beam angle Voltage Dimming UGR
MacAdam Angulo de apertura Voltaje Regulacion UGR
3 362 48 Vac NO-DRV <19
Material Finish IP Lifespan Warranty
Material Acabado P Vida util Garantia
Aluminium Black Smooth Matt RAL9005 20 L70 > 50000h 3years *
LED/Optic Optica
+ COB LED
* Lens

Driver Convertidor
* Included - Incluido
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9,2W CRI90 2700K 36° Black NO-DRV

Product reference: P270.92700836.BL.XX0

Photometric Fotometria

Light emission Emision de luz
Conic diagram

05

3.0 2.07

E(0°) 7806
E(CD)  19.0° 3304

E(07) 1952
E(CD) 19.0° 826

E(0%) 867
E(CD) 19.0° 367
E(0%) 488

E(CO)  19.0° 206

E(0%) 312
E(CD)  19.0° 132
E(0°) 217
E(CD)  19.0° 92

Separacion [m] Diametro conico [m]
C0 - C180 (Semidngulo de dispersidn: 38.0°)

Accessories Accesorios

» Round drv. 150W 48V ON-OFF
+ Linear drv. 100W 48V ON-OFF
« Driver 60W 48Vdc ON-OFF

» Driver 100W 48Vdc ON-OFF

» Driver 150W 48Vdc ON-OFF

» Dimmer 12-48Vdc DALI/PUSH
+ Dimmer 12-48Vdc PH-CUT

+ Power repeater 12-48Vdc

* See company terms and conditions - V/
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Intensidad luminica [Ix]

Drv. redondo 150W 48V ON-OFF
Drv. lineal 100W 48V ON-OFF
Driver 60W 48Vdc ON-OFF
Driver 100W 48Vdc ON-OFF
Driver 160W 48Vdc ON-OFF
Dimmer 12-48Vdc DALI/PUSH

Dimmer 12-48Vdc PH-CUT

or 12-48Vdc

Rep

Light emission Emision de luz

CDL polar
105° 105°
90° 90°
75° 73°
60° 1000 60°
1500
45° 450
2000
30° 15 0° 15° 30°
cd/kim n=100%
€0-C180 ——(C90 - C270
PC258
PC259
AC9017
AC9018
AC9019
ACO0222
ACO0223
ACO0227
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