44 2W CRI80 4000K 120° Black PUSH ONLY
Product reference:  B5A0.840038C0.BLXX4
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Total Power Luminous flux Total Efficience CRI CCT
Potencia total Flujo luminoso Eficiencia total IRC CCT
442 W 4395 Lm 100 Lm/W 80 4000 K
MacAdam Beam angle Voltage Dimming UGR
MacAdam Angulo de apertura Voltaje Regulacion UGR
3 202 220 PUSH ONLY <25
Material Finish IP Lifespan Warranty
Material Acabado IP Vida util Garantia
Aluminium Black Smooth Matt RA 20 L70 > 500 -
LED/Optic Optica

- PCB TRIDONIC
+ Opal diffuser

Driver Convertidor
* Included - Incluido
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44,2W CRI80 4000K 120° Black PUSH ONLY

Product reference: B5A0.840038C0.BL.XX4

Photometric Fotometria

Light emission Emision de luz

Conic diagram

E(0°) 6064
1.53 E(C90) 56.9° 494

0.5 1.52 E(CO)  56.6° 507
E(0°) 1516

3.07 E(Ca0)  56.9° 124

1.0 3.03 E(C0) 56.6° 127
E(0°) 674

4.60 E(C90) 56.9° 55

15 4.55 E(C0)  56.6° 56
E(0°) 379

6.14 E(C90) 56.9° 31

2.0 6.07 E(C0)  56.6° 32
E(0°) 243

7.67 E(C90) 56.9° 20

2.5 7.58 E(C0)  56.6° 20
E(0°) 168

9.20 E(C90) 56.9° 14

3.0 9.10 E(CO)  56.6° 14

Light emission Emision de luz

S ER

Separacién [m] Didmetro cnico [m]

€0 - C180 (Semidngulo de dispersién: 113.2°)
€90 - C270 (Semiangulo de dispersion: 113.8°)

Intensidad luminica [1x]

Accessories Accesorios

* See company terms and conditions - Ver condicione
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CDL polar
105° 105°
90° 90°
3° 73°
60° 60°
160
45° 45°
240
320
30° |- 0° 15 30°
cd/kim n=100%
—C0-C180 —(C90-C270
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