NIT-IND-2010_wil

61,9W CRI80 3000K 120° Gun PUSH ONLY

Product reference: B7A0.830054C0.DM.XX4

2010 mm

SOl
438

Total Power Luminous flux Total Efficience CRI CCT
Potencia total Flujo luminoso Eficiencia total IRC CCT
619 W 5805 Lm 94 Lm/W 80 3000 K
MacAdam Beam angle Voltage Dimming UGR
MacAdam Angulo de apertura Voltaje Regulacion UGR
3 202 220 PUSH ONLY <25
Material Finish IP Lifespan Warranty
Material Acabado IP Vida util Garantia
Aluminium Gun Metal Smooth Matt 20 L70 > 500 -
LED/Optic Optica

- PCB TRIDONIC
+ Opal diffuser

Driver Convertidor
* Included - Incluido
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At HER Lighting we are committed to constant innovation and improvement. This means that product specifications, data, and technical details may be updated at any time to enhance reliabiity, functionality, or performance. We make every effort to ensure the accuracy of our product images;
however, variations in lighting conditions and screen settings may cause colours to appear differently. Images are indicative of the style and quality of our luminaires but may not exactly represent the final product you receive, as we are continuously refining our designs
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Accessories Accesorios
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Didmetro cnico [m]

€0 - C180 (Semidngulo de dispersién: 113.2°)
€90 - C270 (Semiangulo de dispersion: 113.8°)

Intensidad luminica [1x]

CDL polar
105° 105°
90° 90°
3° 73°
60° 60°
160
45° 45°
240
320
30° |- 0° 15 30°
cd/kim n=100%
—C0-C180 —(C90-C270
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