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7W CRI80 3000K Honeycomb filter 15° Brown ON-OFF

Product reference:  X111.830006HA . MX.XX1

Total Power Luminous flux Total Efficience CRI CCT
Potencia total Flujo luminoso Eficiencia total IRC CCT
7W 365 Lm 53 Lm/W 80 3000 K
MacAdam Beam angle Voltage Dimming UGR
MacAdam Angulo de apertura Voltaje Regulacion UGR
3 162 220-240 Vac ON-OFF N/A
Material Finish IP Lifespan Warranty
Material Acabado P Vida util Garantia
Aluminium Brown Textured Matt 65 L70 > 50000h 3years *
LED/Optic Optica

+ COB BRIDGELUX
+ Lens + Honeycomb filter

Driver Convertidor

* Included - Incluido
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Photometric Fotometria

Light emission Emision de luz
Conic diagram

E(0°) 5951
05 0.13 E(cO)  7.3° 2049
E(0%) 1408
10 0.26 E(CO)  7.3° 737
E(0%) 661
15 038 Eco) 730 328
E(0%) 372
2.0 0.51 E(CO) 7.3° 184
E(0°) 238
25 061 Eco) 730 118
E(0%) 165
3.0 0.77 E(CD) 7.3° 82

Separacion [m] Diametro conico [m]
C0 - C180 (Semidngulo de dispersion: 14.6°)

Intensidad luminica [Ix]

Accessories /Accesorios
* Spike Piqueta

+ Preinstallation box Caj

e preir

+ Visor Visera

* See company terms and conditions
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