[rim 50 3x1 —
3x13,6W CRI90 3000K 25° Black PUSH ONLY
Product reference:  E112.93003625.BL.XX4
Total Power Luminous flux Total Efficience CRI CCT
Potencia total Flujo luminoso Eficiencia total IRC CCT
3x13,6 W 3x1217 Lm 90 Lm/W 90 3000 K
MacAdam Beam angle Voltage Dimming UGR
MacAdam Angulo de apertura Voltaje Regulacion UGR
3 26° 220-240 Vac PUSH ONLY N/A
Material Finish IP Lifespan Warranty
Material Acabado P Vida util Garantia
Aluminium Black Smooth Matt RAL9005 20 L70 > 50000h 3 ‘
LED/Optic Optica
- COB LUMINUS

+ Reflector

Driver Convertidor
+ Included - Incluido
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'ATHER Lighting we are committed to constant innovation and improvernent. This means that product specifications, data, and technical details may be Updated at any time to enhance reliability, functionalty, or performance. We make every effort to ensure the accuracy of our product images,
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Photometric Fotometria

Light emission Emision de luz
Conic diagram

Light emission Emision de luz
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/\ E(0°) 48447

0.22 E(C90) 12.5° 22576

0.5 0.23 E(CO)  12.7° 22506
E(0°) 12112

0.44 E(C90) 12.5° 5644

1.0 0.45 E(CO)  12.7° 5626
E(0°) 5383

0.67 E(C90) 125° 2508

1.5 0.68 E(CO) 12.7° 2501
E(0°) 3028

0.89 E(C90) 12.5° 1411

2.0 0.90 E(CO) 12.7° 1407
E(0°) 1938

111 E(C90) 12.5° 903

2.5 1.13 E(CO) 12.7° 900
E(0°%) 1346

1.33 E(C90) 12.5° 627

3.0 1.35 E(CO) 12.7¢ 625
Separacién [m] Didmetro cénico [m] Intensidad luminica [b]

CD - C180 (Semiangulo de dispersion: 25.4°)
€90 - €270 (Semigngulo de dispersion: 25.0%)

Accessories Accesorios
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