Wet S

3,4W CRI80 3000K 10° Inox NO-DRV

Product reference:  X047.83000310.11.XX0
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Recessed Box for recessed
Empotrado Caja de e mpotrar

Total Power Luminous flux Total Efficience CRI CCT
Potencia total Flujo luminoso Eficiencia total IRC CCT
34 W 170 Lm 50 Lm/W 80 3000 K
MacAdam Beam angle Voltage Dimming UGR
MacAdam Angulo de apertura Voltaje Regulacion UGR
3 10¢ o NO-DRV N/A
Material Finish IP Lifespan Warranty
Material Acabado P Vida util Garantia
Aluminium Inox Smooth Shine 68 L70 > 50000h 3 years *
LED/Optic Optica
+ SMD LED
 Lens

Driver Convertidor
+ Included - Incluido

Downloads Descargas
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Photometric Fotometria

Light emission Emision de luz
Conic diagram

E(0%) 20200

0.07 E(C90) 39° 10630

0.5 0.05 E(C0)  3.0° 10152
’ l E(0°) 5050

0.14 E(C90)  3.9° 2658

1.0 0.10 E(C0)  3.0° 2538
ﬂ “ E(0°) 2244

0.20 E(C90) 3.9° 1181

15 0.16 E(CO)  3.0° 1128
E(0°) 1263

0.27 E(C90) 3.9° 664

2.0 0.21 E(CO)  3.0° 634
E(0°) 808

0.34 E(C90) 3.9° 425

25 0.26 E(C0)  3.0° 408
E(0°) 561

0.41 E(C90) 3.9° 295

3.0 0.31 E(C0)  3.0° 282

Separacién [m] Didmetro cénico [m)
C0 - C180 (Semidngulo de dispersion: 6.0°)
€90 - C270 (Semidngulo de dispersidn: 7.8°)

Intensidad luminica [Ix)

Accessories Accesorios

- Preinstallation box Caja de preinstalacion

Light emission Emision de luz
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- Driver 100W 24Vdc ON-OFF
- Driver 160W 24Vdc ON-OFF
- Driver 240W 24Vdc ON-OFF
- Dimmer 12-48Vdc DALI/PUSH
« Dimmer 12-48Vdc PH-CUT

- Power repeater 12-48Vdc

Driver 100W 24Vdc ON-OFF

Driver 150W 24Vdc ON-OFF

Driver 240W 24Vdc ON-OFF
Dimmer 12-48Vdc DALI/PUSH
Dimmer 12-48Vdc PH-CUT
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Repetidor 12

* See company terms and conditions - \ >ondicion
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CDL polar
105° 105°
90° 900
75° se
60° 60°
45° 45°
12000
30° 15° 0° 15° 30°
cd/kim n=100%
——C0-C180 —C90-C270
EX048
AC0008
AC0010
AC0051
AC0222
AC0223
AC0227
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